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TSEC/HL—=1 
UNCLASSIFIED CSP 6620A 


AN ELECTRO-—MECHANICAL TAPE READER DESIGNED TO PROVIDE SEMI—-AUTOMATIC DECRYPTION (AND ENCRYPTION 
WHEN USED IN CONJUNCTION WITH THE HL--2) OF TELETYPEWRITER TRAFFIC. IT CONVERTS THE 5 LEVEL CODE ONA 
PUNCHED TELETYPEWRITER TAPE INTO A FORM SUITABLE FOR USE BY THE CIPHER UNIT OF THE ASSOCIATED CRYPTO 
EQUIPMENT (EITHER A KL—47 OR A KL—7 PLUS A KLX—7) THEREBY ELIMINATING THE NEED FOR RETYPING THE INFOR— 
MATION ON THE KEYBOARD OF THE CRYPTO EQUIPMENT. IT IS EQUIPPED WITH A UNIVERSAL TAPE GUIDE, OPERATING 
SPEED IS 37 BAUD (50 WPM). 


THE HL—1B IS A BASIC HL—1 WHICH HAS BEEN MODIFIED BY THE CE-27257 KIT TO PERMIT IT TO WORK WITH THE HL—2 
CODE CONVERTER IN THE AN/SGA—3 CONFIGURATION, OPERATES AT A SPEED OF 48 BAUD (65 WPM), 


EITHER THE HL—1 OR HL—1B CAN BE MODIFIED TO PRODUCE ONE EACH HLI-1 AND HLT—1 FOR USE IN THE AN/SGA—5 
CONFIGURATION, 


DESCRIPTION 


EQUIPMENT? unciassiriep 
CLASSIFICATION | KEYING MATERIAL: Nor APPLICABLE 


TRAFFIC: SEE KL=<47 AND KL=7 SECTIONS 


MAINTENANCE: ui~13 ArsaAG 12078 (UNCLASSIFIED) 
HL=1Bg KAM-=87 (UNCLASSIFIED) 


OPERATING: KAO—40 (CONFIDENTIAL~CRYPTO) 
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(COST IN THOUSANDS) 


PHYSICAL HEIGHT WIDTH DEPTH WEIGHT VOLTAGE POWER REMARKS 


DISTRIBUTION SEE AN/SGA-—3 AND AN/SGA—5 SECTIONS 
CSPM-—1C, 1-35 ALSO REFERS 
Pg NOTE; ONLY THE HL—1B IS CAPABLE OF OPERATING IN CONJUNCTION WITH THE HL—2 IN THE AN/SGA-—3 CONFIGURATION, 
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